Quality, Service and Value

@ in The Making
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BELISTONE

HI-TECH INTERNATIONAL for Money

QUALITY

By using only the very best materials currently available and applying
the most stringent quality control standards, Bellstone consistently
delivers outstanding product reliability. This in turn means the
assurance of a long working life and unbeatable value for money.

SERVICE

Bellstone Custom care, introduced in 1970, is the most innovative and
comprehensive customer service and support package the industry has
ever seen. Alongside Bellstone's computerised sales ordering and
distribution network, plus and all embracing technical sales and support
service, Custom care represents a commitment to excellence that no
other manufacturer can match.

Innovation

Developing new and ever-better products and improving on current
manufacturing methods are paramount to Bellstone's success. These
goals are achieved though a continuous and intensive programme of
research and development, which throughout the company's long
history has generated many innovations of great benefit to Bellstone
customers.

Liquid /| Wa ight Guarantee

When you purchase or specify any of the Bellstone products shown in
this brochure, you are acquiring far more than a means of doing a job
well. You are investing in unrivalled quality, service, value and reliability

that has been 40 years in the making.

And that is why only Belistone give you the added assurance of the
unique liquid / watertight guarantee of quality.
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BRONZE Cu-ALLOY GATE VALVES- IS 778

&P

ECIFICATIONS :

CLASS 1 & 2
CLASS RATING /| WORKING PRESSURE

SCREWED IN BONNET, INSIDE SCREW, NON-RISING STEM, CLASS-1 1.0 Mpa UPTD 45°C
INTEGRAL SEAT, SOLID WEDGE, SCREWED FEMALE CLASS-2 1.6 Mpa UPTOQ 45°C
PARALLEL THREADS TO IS 554, OTHER FORMS OF THREADS
CAN BE PROVIDED ON REQUEST.
ETANDARD MATERIAL COMBINATION
DESCRIPTION MATERIALS SPECIFICATIONS
___BoDy LEADE D TIM BRONZE 1S 318:81 Gr LTRZ
WEDGE LEADED TIN BROMZE IS 318:81 Gr. LTEZ
STEAM HIGH TENSILE BRASS 1S 8912:85 Gr. FHTE1
BONNET LEADED TIN BRONZE IS 318-81 Gr. LTB2
STUFFING BOX LEADED TIN BRONZE/BRASS ROD IS 318:81 Gr. LTB2/FLB
GLAND PACKING ASBESTOS HEMP & JUTE IS 5414:69
GLAND LEADED TIN BRONZE/BRASE RCD IS 318:81 Gr.LTEB2/IS 891285 Gr. FLB
GLAND NUT LEADED TIN BROMZE/BRASS ROD 1S 318:81 Gr.LTB2/1S B912:85 Gr. FLB
HANMD WHEEL Cl IS 210-03 Hr. FG200
WASHER CARBON STEEL IS 2082:92 Gr. A
SET SCREW CARBON STEEL ANY GRADE
DIMENSIONAL DATA
DN 8 10 16 20 25 32 40 50 65 80 100
MNPS Ya % % % 1 1% 1% 2 2% 3 4
L ] 50 B0 60 70 a0 |0 100 105 125 160
w Db 3 10 15 20 26 3z 40 50 65 B0 100
[+] 1156 1.5 16.0 16.0 18.5 220 24.0 28.5 28.5 365 455
H a0 an 100 112 125 140 160 176 205 238 295
HW 48 AR G0 60 70 B0 92 103 130 150 165
TEST PRESSURES
NOMINAL PRESSURE ACCORDING  SHELL TEST SEAT & BACK SEAT STANDARD
NO.
TO CLASS DESIGNATION (HYDROSTATIC) (HYDROSTATIC)
CLASS 1 1.5 Mpa (217.5 psig) 1.0 Mpa {145 psig) IS 8157

NOTE: The above dala is subject lo change withou! nolice due lo our continuing product impeovameant program. | WEIGHT GIVEN IN KGS)

BRONZE Cu-ALLOY GATE VALVES- IS 778

SE=CEICATIONS :

CLASS 1 &2
CLASS RATING | WORKING PRESSURE

S==wW=D IN BONMET, INSIDE SCREW MDN-RIS!NG STEM, CLASE-1 1.0 Mpa UPTQ 45°C
WTESEAL SEAT, SOLID WEDGE, FLANGED ENDS AS PER IS 778 CLASS-2 1.6 Mpa UPTO 45°C
STANDARD MATERIAL COMBINATION
DESCRIPTION MATERIALS SPECIFICATIONS
800Y LEADED TIN BRONZE IS 318:81 Gr.LTB2
WEDGE LEADED TIN BRONZE 1S 316:81 Gr.LTB2
STEM HIGH TENSILE BRASS IS B912:B6 Gr. FHTB1
BONNET LEADED TIN BRONZE IS 3168:81 Gr.LTE2
STUFFING BOX LEADED TIN BRONZE 1S 318:81 GrLTB2
PACKING HEMP & JUTE ASBESTOS IS 5414, IS 4687
GLAMND LEADED TIN BRONZE 15 318 : 81 Gr.LTB2
GLAND NUT LEADED TIN BRONZE IS 318 : 81 GrLTBZ
HAND WHEEL C.. IS 201:93 Gr.FG200
WASHER M.S. e
SET SCREW M.S. —_—
DIMENSIONAL DATA
NES 15 20 25 a2 40 50 65 a0 100
L 72 76 an 100 110 120 140 150 190
&b 15 20 25 32 40 50 65 80 100
H 100 112 125 140 160 176 205 238 295
HW &0 60 70 80 92 103 130 150 165
TEST PRESSURES
nouiHAL PRESSURE ACCORDING SHELL TEST SEAT & BACK SEAT STANDARD
—mmmE—muumm
CASS T TEMpa 217 apag) 1.0 Mpa (145 peg) . Iso1ar
WCTE The sbove data s subject to change without notice due lo our continuing product improvement program. ( WEIGHT GIVEN IN KGS)

gistone Hi-Tech International

E-mail : sales@bellstonehitech.com = sales@bhi.in

E-mail : trade@asia-africa.org




Cu-ALLOY GATE VALVES PN 20, CLASS 150
® SPECIFICATIONS : CLASS RATING WORKING PRESSURE
BEL lS'I'n"[ SCREWED IN BONNET, INSIDE SCREW, NON-RISING STEM, CLASS-1 1.0 Mpa UPTO 45°C

INTEGRAL SEAT, SOLID WEDGE, FLANGED ENDS AS PER CLASS-2 16MpaUPTO45C =iy
HI-TECH INTERNATIONAL .0 4504 PN 16/BS 10 TABLE E. A

STANDARD MATERIAL COMBINATION 1
DESCRIFTION  MATERIALS SPECIFICATIONS
BODY G.M EN 1982 Gr. CC491K
WEDGE G.M EN 1982 Gr. CC491K |
BONNET G.M/BRASS EN 1882 Gr. CC481k/ DIN EN 12165:28 g
CWeiTN
STEM BRASS ROD DIN EN 12165:898 CWFZ21R
STUFFING BOX G.M./ BRASS EN 18982 Gr. CC4891H/DIN EN 12165:98
TWHTIN '
TGLARD FACKING T SUTT SERVILE GUNDTTIONS
TGLRND PRACS DT ENR 1216508 LYWB T 717

JTMV-200 " o ousoiss

DIMENSIONAL DATA
DN 15 20 25 32 40 50 5 &0 100 125 150
NPS % Y 1 1% 1% 2 2% 3 4 5 3
L &7 70 [T 01 108 117 142 153 181 232 274
[ 15 20 25 3z 40 50 B35 6.2 w0 | 125 150
H 105 120 126 140 160 187 210 70 0 | 415 489
HW 53 8L 70 D a0 110 138 150 187 716 254
ITEM CODE NDE | cLass 150 | cMo05n| cmoosF| comoosc| omoosH| GMoosl| GMoO05] GMOoSH GMOOS. GMOOSS GMO050  GM
QosP
TEST PRESSURES
NOMINAL PRESSURE ACCORDING TO PNOR SHELL SEAT TEST
CLASS DESIGNATION e — (HYDROSTATIC) (HYDROSTATIC) STANDARD NO.
PN 20 FLANGED ENDS AS PER BS 4504 BN 20 30 har ? bar ES 12266 PART-1
CLASS 150 FLANGED EMDS AS PER BS 10 TABLE F 450 bar 330 Peig 2% 12268 PART-1
NOTE: The above dala is subject ip change without nolice due 1o our conbinuing product Improvement progras. | WEIGHT GIVEN IN KGS)
Cu-ALLOY GATE VALVES - BS 5154/B P.N 16
SPECIFICATIONS : PRESSURE-TENPERATURE RATINGS
SCREWED IN BONNET, INSIDE SCREW, NON-RISING STEM,
INTEGRAL SEAT, SOLID WEDGE, SCREWED FEMALE BSP
PARALLEL THREADS TO BS 21, OTHER FORMS OF THREADS
CAN BE PROVIDED ON REQUEST
STANDARD MATERIAL COMBINATION = - =
DESCRIPTION  MATERIALS SPECIFICATIONS Pt
BODY GM EN 1982 Gr. CCA81% T ),
WEDGE G.M EN 1882 Gr. CCAg1K . i
BOMMET GM/ BRASS EN 1582 Gr CCAS1 DI BN f748558 ClRE TN l r
STEM BRASE ROD DN EM 1218598 ONT2 TR :4- ==
STEM NUT BRASS DIN EN 1216558 CWETTR — —t] T,
GLAND PACKING TO S5UIT SERVICE CONDITIONS - }—- | t_r
GLAND BRASS DIN EN 1216598 CWETTN =i | RiU—
GLAND NUT G.M./ BRASS EN 1982 Gr. CCaTtaium SN 1S58 CmE™™ _____“_—;_ |
HAND WHEEL  C.I/ STEEL EN 1561 Gr. GUL200/ ANY GRADE i
e WASHER CARBON STEEL ANY GRADE — s O
' . SET SCREW CARBON STEEL ANY GRADE = —  we |
JTMV-101 - e
DIMENSIONAL DATA
NES T % % A B ok ™ 3 = 3 3
L 43 43 48 53 58 | &8 [ = - ] 127
@b 10 10 13 19.1 25 = = = == =2 100
c 10 10 12 14.5 15 = = ] = 4 31.5
H 74 74 82 93 | 1=z = = =7 P 45 282
HY 53 53 £3 53 1 60 i) = = = = 168
Aprox. Wi, | aeme v 0.31 0460 | osn L1 - = 2xE 3 13 9530
ITEM CODE NOS. GMODZB | GM0ZC| GMO0ZD| GMODZF| CMODE IS Cwls oewan) owoss cuwocz] oM
TEST PRESSURES
STAMDARD NO. SHEEL TEST HYDROSTATIC SEAT TEST HYDROSTATIC
BS 12266 PART-1 24 bar 17 8 bar

NOTE: The above dala is subject to change without nolice due o our contmung prodiec mprosement g | BEIEHT GIVEN IN KGS)

Bellstone Hi-Tech International E-mail : sales@bellstonehitech.com » salesSbii s E-mail - vade@asia-africa.org




TN GUN METAL Cu-ALLOY GATE VALVES-BS 5154/B PN 16, CLASS 100

- ® SPECIFICATIONS : SCREWED IN BONNET, INSIDE SCREW, PRESSURE-TEMPERATURE RATINGS
m" NON-RISING STEM, INTEGRAL SEAT,
SOLID WEDGE, FLANGED ENDS AS PER BS 4504 PN 16/BS 10 TABLE.

-0 W SMTIONAL

STANDARD MATERIAL COMBINATIONS

DESCRIPTION  MATERIALS SPECIFICATIONS
BODY G.M EM 1982 Gr. CC491K
WEDGE G.M EM 1982 Gr. CC491K
BONNET G.M/BRASS EN 1882 Gr. CC481K/ BS 2678 CZ 122
STEM __ BRASSROD CZ 114 OF BS 2872 OR 2674
STEM NUT BRASS CZ 114 OF BS 2872 OR 26874
GLAND PACKING TO BUIT SERVICE CONDITIONS
GLAND BRASS CZ 122 OF BS 2872 OR 2074
_EGEMND NUT G.M. / BRASS EN 1882 Gr CC481K/CZ 122 OF BS 2072 OR
73
JTMV-150 DIMENSIONAL DATA
= 15 20 25 a2 40 &0 Bh a0 100
-— % 34 1 11/4 1% 2 2% E] 4
3 80 o0 100 110 120 135 165 185 220
3 13 18.1 25 3z 381 50 g3.5 782 100
- B2 FE] 112 125 145 172 210 245 292
e 53 53 80 70 80 a2 103 130 168
L= R
TEWLE PN 16 GM 072AD GM DT2AF GM 072AG GM 0724H GM 0T2Al GM 0724 GM O72AK GM O724L GM D72AN
= CLASS 100 GM 073AD GM D73AF GMO73AG | GMO73AH M OT3AI G 0734 GM 07 JAK GM 0T3AL GM O73AN

TEST PRESSURES

WU FRESSURE ACCORDING SHELL SEAT TEST

= = 2% CLASS DESIGNATION END DETAILS (HYDROSTATIC) (HYDROSTATIC) STANDARD NO.
== FLANGED ENDG AS PER BS 4504 PN 26 24 bar 17.6 bar B5 6755 PART-1
=== X FLANGED ENDS AS PER BS 10 TABLE F 200 ber 220 Psig BS 6755 PART-1

WCTTE The 3tbove data is sulgacl io change without natice due to our conlinuing product
s rngram. ( WEI

HT GIVEN IN KGS)

SORGED BRASS GATE VALVES - IS 13144 2Mpa

S FCATIONS -
STEEWET mOBONNET, INSIDE SCREW, NON-RISING STEM, wunul?:?p:;:%fﬁl!g

W=D ==AT SOLID WEDGE, SCREWED FEMALE PARALLEL
TsS=CE TO IS 554, OTHER FORMS OF THREADS CAN BE
SSOWICED ON REQUEST.

STANDARD MATERIAL COMEINATION

DESCRIPTION MATERIALS SPECIFICATIONS
BODY FORGED BRASS GR. FLB OF IS 8512
WEDRGE FORGED BRASS GR. FLE OF IS R912
BONNET FORGED DRASS GR FLB OF IS 6812
STEM FORGED ROD GR. FHTB1 OF 15 6912
STEM NUT BRASS GR. FHTB1 (OR) GR. FLB OF IS
BHTZ
TGLAND FACKING HEMP & JOTE =W saEs
GLAND  BRASS . GH FHIBT[ORJGR. FLIEUFTS !
' |

@e

8912
HANDWHEEL C.I STEEL (PVC COATED) FG200 QF IS 210/ ANY GRADE — —
JTMV-210 e =
DIMENSIONAL DATA
™ ON (NFS) L (mm) @b (mm) C (mm) H (mm) HW {mm) RP (inch) Aprox. Wi, ITEM CODE
= "
. = L7 T 155 TG =] ] UZ5S SO
xE T ] e BT B X = o A0S S028F
TEST PRESSURES
s =OSING PRESSURE SHEEL TEST HYDROSTATIC SEAT/BACK SEAT HYDROSTATIC STANDARD No.
IwF 3 Mpa (435 Psig) 2.2 Mpa (319 (Psig) IS 13114

W2 TE The zbove dala i3 subject lo change without notice due to our continuing product improvement program. ( WEIGHT GIVEN IN KGS)

Belsizee =i-Tech International E-mail : sales@bellstonehitech.com = sales@bhi.in E-mail : trade@asia-africa.org
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@ BRONZE GLOBE STEAM STOP VALVES o v

© SPECIFICATIONS : SCREWED IN BONNET, INSIDE SCREW ITEMS CAN BE SUPPLIED
Billslllnui RISING STEM, RENEWABLE SEAT & DISC, SCREWED FEMALE BSPF, WITH CERTIFICATE OF PRODUCTS
HI.TECH INTERNATIONAL  TAPER THREADS TO BS 21, OTHER FORMS OF THREADS MANUFACTURE AND TEST ON :
CAN BE PROVIDED ON REQUEST. FORM IIl-C AS PER REGULATION 269 OF IBR.
STANDARD MATERIAL COMBINATION P, ,\--*m
DESCRIPTION MATERIALS SPECIFICATIONS O
BODY BRONZE [BR CLAUSE 282 @ (vGrb | @~ (I
BODY SEAT RING 13% Cr. STEEL (HB 250 Min.) ASTM A 276:04 TYPE 410 &
DISC 18% Cr_STEEL (HB 300 Min) ASTM A 276:04 TYPE 410 © “ﬁ' j
LOCKING WASHER S 8. ASTM A 276.04 TYPE 410 o IE
CHECK NUT BRONZE IBR CLAUSE 282 (a) (v} Gr. B o
BOMMNET BRONZE IBR CLAUSE 282 (a) (iv) Gr. B © e j
GLAND PACKING GRAPHITED ASBESTOS  -—— ® 0, | I
GLAND BRONZE IBR CLAUSE 262 (8) (V) Gr.B | =5y /|| 1],
GLAND NUT BRONZE IBR CLAUSE 2682 (a) () Gr.B | = ' T1HIT]
STEM 15% Gr, STEEL (HB 200 Min.) ASTM A 276:04 TYPE 410 - LY :
HAND WHEEL ... = B
WASHER CARBON STEEL 1S 206262 G A Ol | _
< yieii= MUT FOR HANDWHEEL CARBOMN STEEL BS 016:53 i
JTMV-300 LOCKING SCREW CARBON STEEL ANY GRADE L
DIMENSIONAL DATA 4
NPS 172 3ia 1 1% 1% 2
L 83 85 11 133 150 178
@b 12 18 24 32 %5 50
H 120 120 175 140 | 158 190
HW 80 102 102 127 | 127 150
Aprox. WL 1460 1.500 2400 3.200 _ 4800 B.040
ITEM CODE NOS. BM 001D BM 001 F BM 001G BM 001 H BM 001 | BM 001J
TEST PRESSURE
END DETAILS MAXIMUM WORKING PRESSURES | YORGSTATIC)  (rvDROSTATIC, | (STEAM) CODE
Threaded as PerBS 21 250psig(17.24ban)AT 435°F(226°C) 500 psig 500 psig 250 psig N SOILER

NOTE: The above data is subject to change without notice due to our continuing product Imorovemant srogras. | WEIGHT GIVEN IN KGS)

BRONZE GLOBE STEAM STOP VALVES

SPECIFICATIONS : CERTIFICATE :
SCREWED IN BONNET, INSIDE SCREW RISING STEM, ITEAES CAN BE SL5=1LIED WITH CERTIFICATE OF
RENEWABLE SEAT & DISC, FLANGED ENDS MAMUSACTUSE AND TEST ON FORM I1I1-C
AS PER BS 10 TABLE H AS FER REGULATION 268 OF IBR.
STANDARD MATERIAL COMBINATION l & -
DESCRIPTION MATERIALS SECECATONS l I
BODY BRONZE BN O ASE =oa W oS | E—1 E—8
BODY SEAT RING 53 ASTM I DS e EN | e =
DISC 55 ASTM T e TveE o —ap .
LOCKING WASHER __ 88§ TYeE S f
CHECK NUT BRONZE BROASE 2w v S £
NN NZE BRARCASES @ v &= - -
GLAND PACKING GRAPHITED ASSesT0S t — |
GLAND BRONZE BR CLAUSE 20 @l vl &= L P,
GLAND NUT BRONZE EROLASE 20 @ v &2 ’ . gt 1
BTEM 53 ASTM A STk | veT &al __:?@ HE{ R
HAND WHEEL C.l iy | - By
WASHER CARBON STEEL = o orA . ! 1
NUT FOR HANDWHEEL GARBSOMN STEEL =  &—1 —a 1
JTMV-380 LOCKING SCREW 33 AN SeaAcE j i - . i
DIMENSIONAL DATA
DN 15 20 2% = a =
NPS 172 34 1 1 9% 192 ]
L 102 118 127 &L = 179
@R 12 18 T = == S
H 120 120 125 - = =0
~@HW a0 102 02 = = 50
Aprax. WL, 3.315 3.185 g T = 12175
ITEM COD NOS. BM 002 D BM 002 F BMOZG S o - e M 002 J
TEST PRESSUEES
END DETAILS MAXIMUM WORKING PRESSURES  oyomasmion  sovomosmenc, | sweaan cooe
D Ehnc s 250psig(17 24bar)AT 435°F(225°C) =0 ssg 0 seg = o R DL
NOTE: The above data is subject to change without nolice dus i our comimuig oS IEreEEs] ey T EWEN N KGS)

Bellstone Hi-Tech International E-mail : salesi@belistonehitech com - salssSnmim Emai - Teos@ssa-sinca.org 4


























































































